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OPTIM’AIR
Continuous vents with insect-proof

Alternate vents Continuous vents

nature undercover



VENLO 
GREENHOUSES

TAKE ADVANTAGE
OF THE LIGHT



MORE VENTILATION
When adapting a continuous double vent system to our Venlo
frames, we have optimised the ventilation efficiency in your
insect-proofed greenhouses.
Optional: on long sides and gables: “guillotine” ventilation.

MORE LIGHT
The simplicity of the design of our VENLO models means that
they are made up of fewer parts.
. Our design office has worked hard in order to offer you the best

of this construction technique.
. Our objectives: less parts for more light, less parts for a lower

manufacturing and assembly cost, lower production costs thanks
to the integration of specific tools, assembly and welding
robots, in our production lines.
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Span width Roof size Panel size Glazing size Vent size

8m 00 4m 00 4m 50 1.125 3 x 1.00
2 x 1.20

5m 00 1.250 3 x 1.00
2 x 1.20

1.670

9m 60 3m 20 4m 50 1.125 2 x 1.00
3 x 1.20

4m 80 4m 50 1.125 2 x 1.40
3 x 1.40

continuous 1.00
4m 80 1.200 continuous 1.00

12m 80 3m 20 4m 50 1.125 2 x 1.00
3 x 1.00

16m 00 3m 20 4m 50 1.125 2 x 1.00
3 x 1.00

Gutters options: 
steel gutter, 

coated gutter, 
aluminium gutter.

Economical assembly: a direct consequence of having a lower number
of parts to assemble is that the time and therefore the assembly costs
have been reduced.
Performance of the finished product: due to higher light penetration,a

larger volume, greater ventilation and therefore, better cultivation results,
your production grows in quantity and quality.
The frame conforms to European norm EN 13031-1, guaranteeing the
user a quality structure verified by an independent Control Office.

MORE PERFORMANCE

10 ha in Mexico 
realized in 2004.


